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PGNC-96A
RPGNB:838A PGNA-96A PGNB-116A

* Bodies shown with optional equipment.




* Skirted gooseneck styling with integrated front toolboxes * Safety chain attachment points and 7 way trailer plug

* Formed, integrated bulkhead with screened window and tapered  included in gooseneck box and at receiver hitch
design to conform to cab contours for improved visibility * Integrated Class V receiver hitch at rear of platform rated
* All marker, clearance and 1.D. lights are LED at 12,000 Ibs. (optional on 8’ bodies as most 56" CA chassis

- . include a factory hitch)
* Internal stake pockets lining both sides and rear of the platform . . . .
, ) i ) * Rear skirt includes integrated light boxes, each with an oval
* Bulkhead includes integrated light boxes, each with an oval B/U and S/T/T light

SIS * Rugged 12 gauge tread plate floor with 6” structural

* Rub rails installed on both sides of platform for convenient channel long sills (4” on 8’ models)
cargo tie downs , )
, , . * 12 gauge formed cross sills, spaced on 16” centers
* Under the floor gooseneck hitch system with 1.31” diameter

hole and 2-5/16” ball installed ° Durable oven-cured coat, finish painted black

* Complete immersion in Knapheide’s electrodeposition

* Gooseneck hitch rated at 25,000 Ibs. gross trailer weight, . . ’ . :
prime paint system for superior corrosion resistance

5,000 Ibs. tongue weight
* Hinged access door to cover gooseneck hitch when not in use

Model Length Width Weight Application
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Roughneck Contractor Package

.  Rust shouldn't be a concern when you buy quality Knapheide products.
e ca" se “s . To give you the best protection from rust and corrosion, we installed our
| state of the art, custom-designed electrodeposition prime paint system.

“ eve r SI e e ns _ 1 |’ Our E-coat system bonds paint to steel by an electroplating process, to
! ____J give you a superior coat of primer resulting in better corrosion protection




* Formed, integrated bulkhead with screened window and tapered * Safety chain attachment points and 7 way trailer plug

design to conform to cab contours for improved visibility included in gooseneck box and at receiver hitch
* Bulkhead includes integrated light boxes, each with an oval  * Integrated Class V receiver hitch at rear of platform rated
B/U and S/T/T light at 12,000 Ibs. (optional on 8’ bodies as most 56” CA chassis

* Internal stake pockets lining both sides and rear of the platform  include a factory hitch)
* Rub rails installed on both sides of platform for convenient ~ ° Ri€ar skirt includes integrated light boxes, each with an oval

cargo tie downs B/U and S/T/T light
* Under the floor gooseneck hitch system with 1.31” diameter ~ * Rugged 12 gauge tread plate floor with 6” structural
hole and 2-5/16” ball installed channel long sills (4” on 8’ models)
* Hinged access door to cover gooseneck hitch when notinuse * 12 gauge formed cross sills, spaced on 16" centers
* Gooseneck hitch rated at 25,000 Ibs. gross trailer weight, * Durable oven-cured coat, finish painted black
5,000 Ibs. tongue weight * Complete immersion in Knapheide’s electrodeposition
* All marker, clearance, and 1.D. lights are LED prime paint system for superior corrosion resistance

Swing Arm Radius

Model Length Width Weight Application Long Sill Spacing

84.00”

PGNB-968A | 114" _ 60°CASRW | 7158 | 3"
PGNB-96A | 114" | 9575" | 983 | 60"CADRW | 715" | _ 3¢" |

Roughneck Contractor Package LED Lights 4” Removable Side Boards Toolboxes

compared to spraying methods. Complete immersion in * No rust through
our E-coat results in a prime coat that provides the best GOOSENEC * Free from defects in workmanship

chemical and solvent resistance. Rust never sleeps, and

* Free from defects in materials

neither does our E-coat protection so you should never PLA'I'FO Year Limited Warran

worry about the quality of your Knapheide products.




* Formed, integrated bulkhead with screened window and tapered ° Integrated Class V receiver hitch at rear of platform rated

design to conform to cab contours for improved visibility at 12,000 Ibs. (optional on 8’ bodies as most 56” CA chassis
* Internal stake pockets on both sides and rear of platform include a factory hitch)
* Under the floor gooseneck hitch system with 1.31” diameter  * All marker, clearance, and I.D. lights are LED
hole and 2-5/16” ball installed * Rugged 12 gauge tread plate floor with 6” structural
* Hinged access door covers gooseneck hitch when notinuse ~ channel long sills (4” on 8" models)
* Gooseneck hitch rated at 25,000 Ibs. gross trailer * 12 gauge formed cross sills, spaced on 16” centers
weight, 5,000 Ibs. tongue weight * Durable oven-cured coat, finish painted black
* Safety chain attachment point and 7 way trailer plug included in * Complete immersion in Knapheide’s electrodeposition
gooseneck box and at receiver hitch prime paint system for superior corrosion resistance
Model Length Width Weight Application Swing Arm Radius | Long Sill Spacing

79.75”

PGNA-9GBA | 114" _ | 850 | 60"CASRW | 715" | 3

PGNA9GA | 114" | 9575" | 958 | 60"CADRW | 715" | 3¢ |

Roughneck Contractor Package Integrated Bulkhead & 4” Removable Side Boards Toolboxes

Tail Skirt Lights
The Knapheide Manufacturing Company . - .
1848 Westphalia Strasse For more information:
Quincy, lllinois 62305

(217) 222-7131

www.knapheide.com

knapheide @knapheide.com

Specifications subject to change without notice.
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