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— ' CONTRACTOR BODY UNDERSTRUCTURE

PVMX platform base: 11-gauge high tensile strength
steel cross sills on 18” centers with 5” structural
C-Channel long sills.
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CONTRACTOR BODIES POPULAR VOCATIONS

Amp up the function of your platform by upgrading to the Contractor Body package.
Storage, access and function are the calling card of this multi-functional unit. Carry and store
all you need with the Knapheide Contractor Body.

CONSTRUCTION MUNICIPALITIES/
UTILITIES



A. PVMX PLATFORM BASE:
11-gauge high tensile strength steel
cross sills on 18” centers with 5”
structural C-Channel long sills

B. SIDE AND END RAILS
are constructed of 12-gauge high
tensile strength steel

C. TOOLBOXES:

(1 above body and (1) underbody toolbox
on each side of the body. (Toolbox size is
dependent on platform length). Toolboxes
include double panel door construction
and 3-point T-handle latches

D. SCREENED WINDOW
BULKHEAD

is contoured to conform to the
lines of the cab, while offering

maximum visibility

E. ALL LED CLEARANCE

AND MARKER LIGHTS
for visibility and added safety

F. MATERIAL RACK

is rated for 1,500 lb., is side forklift
loadable, has swing-away rear cross bar
and removable intermediate cross bars
for loading taller items, and has tie down
hooks to help secure your items

G. 15” SIDE AND REAR

STAKE RACKS

are hinged to drop down 180 degrees
for maximum access. Rear stake rack
is separated into two sections for
additional functionality

H. FULL-HEIGHT TAILBOARD
at the rear of the above body
toolboxes to separate the bed space

MODEL OPTIONS

CONTRACTOR
" ABOVE BODY UNDERBODY
F:Pi?.l%:?fg:‘ls BODY LENGTH | BODY WIDTH PII/A§I'ETIBLEOA(?R* PO:LYgg:*RD TOOLBOX TOOLBOX
DIMENSIONS DIMENSIONS
F-350—F-550 DRW 9’ (60 CA) 95.75” PCON-9DB-W PCONP-9DB-W 60”x18"x18” 36”x18”x18”
F-350—F-550 DRW 9’ (60 CA) 95.75” PCON-9DB-B PCONP-9DB-B 60”x18"x18” 36”x18"x18”
F-350—F-550 DRW 12° (84 CA) 95.75” PCON-12DB-W PCONP-12DB-W 96”x18”x18” 567x18”x18”
F-350—F-550 DRW 12’ (84 CA) 95.75” PCON-12DB-B PCONP-12DB-B 96”x18”x18” 56”x18"x18”
F-450—F-550 DRW 14’ (108 CA) 95.75” PCON-14DB-W PCONP-14DB-W 96”x18”x18” 607x18”x18”
F-450—F-550 DRW 14’ (108 CA) 95.75” PCON-14DB-B PCONP-14DB-B 96”x18”x18” 60”x18”x18”
PCON-12DB-B * ‘“W’ denotes finish paint white, *-B’ denotes finish paint black
*Body may be shown
with optional features
ALUMINUM TREAD PLATE 1/8” TREAD PLATE STEEL ELECTRODEPOSITION WHITE OR BLACK PAINT
ROCK GUARDS OR POLYBOARD PRIME-PAINT SYSTEM are standard UNDERBODY CLASS V ~ ALUMINUM
installed on the front of each are standard flooring provides superior corrosion STORAGE RECEIVER . TREAD
underbody toolbox resistance COMPARTMENT HITCH WITH
ICC BUMPER
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COMMITMENT TO

CORROSIO
RESISTANC

Corrosion won’t be a concern when you buy quality Knapheide
products. To give you the best corrosion protection, we utilize
a state-of-the-art, custom-designed, 12-step, SST cathodic
electrodeposition finishing system, called “E-Coat.”

It bonds prime paint to steel by an electroplating process to
give you a superior coat of primer, resulting in better corrosion
protection compared to spraying methods.

This system allows us to create products with the highest level of
corrosion resistance available.
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THREE YEAR,
LIMITED TIME
WARRANTY

www.knapheide.com/warranty
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Specifications subject to change without notice. © The Knapheide Manufacturing Company 2023




